
 

HIGH FREQUENCY BATTERY CHARGERS
CARICABATTERIA AD ALTA FREQUENZA

CBHD1-XR

CBHD1-XR-N

ON-BOARD or STAND-ALONE use
utilizzo a BORDO MACCHINA o come carica 
batterie ESTERNO alla MACCHINA 

Lightweight / Leggero

Compact / Compatto

Customizable / Personalizzabile

Universal Input / Ingresso Universale

 
 
 
 
 
 
 
 

 
 
 
 
 
 

 



HIGH FREQUENCY BATTERY CHARGERS
CARICABATTERIA AD ALTA FREQUENZA

 

 
 

CBHD1-XR
(models: 12-12, 24-12)

CBHD1-XR-N 
(models: 12-12, 24-12)

Protection: IP30

Dimensions: 5.28x7.24x2.48 in.
Weight: 3.3 lbs

 134x184x63 mm

1.5 Kg

Dimensions: 5.51x7.36x3.15 in.
Weight: 3.3 lbs

 140x187x80 mm

1.5 Kg

 
 

 
 
 
 
 
 
 
 

BATTERY RANGE MODEL BATTERY 
VOLTAGE 

CHARGING 
CURRENT (5h) (20h) 

CBHD1-XR 12-12 12V 12A 90 ÷ 130 115 ÷ 160 
CBHD1-XR-N 12-12 12V 12A 90 ÷ 130 115 ÷ 160 

CBHD1-XR 24-12 24V 12A 90 ÷ 130 115 ÷ 160 
CBHD1-XR-N 24-12 24V 12A 90 ÷ 130 115 ÷ 160 

Dimensions in mm

Universal Input: 85 Vac÷264 Vac, 50÷60Hz
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